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Part Numbering System for Panduct® Wiring Duct — Type ENC ENC = Narrow Slot EWC = Wide Slot NNC = Halogen-Free, Metric TNC = Low Smoke Halogen-Free FL = Flexible Duct Length 2m 2 Nominal Width mm 25 Color IG = International Gray – RAL7030 LG = Light Gray WH = White IG Nominal Height 25 mm X Part Numbering System for Panduct® PanelMax 

Wire connectors join wires to equipment, connect two sections of wire, and allow wires to be disconnected quickly. Butt splice connectors create a straight splice. C-tap compression connectors are used for electrical pigtailing and two-way splicing. Fork terminals can be quickly connected and removed from screw-type connections. Choose from 36 sizes of Panduit Type G Wiring Duct from 0.5" x 0.5" up to 6.0" x 4.0" in popular colors. Used for general purpose control panel wiring and to route and protect wiring in communication closets. Panduct® Type F Narrow Slot Wiring Duct • Narrow slot/finger design provides more slots to fit the spacing of high-density terminal blocks and other hardware • Material: Lead-free PVC • UL recognized continuous use temperature: 122°F (50°C) • UL 94 flammability rating of V-0 • Conforms with NFPA 79-2007 section 13.3.1 requirement Panduit PANDUCT Type G - cable raceway g2x5lg6 $67.97 Panduit PANDUCT Type G - cable raceway g3x2lg6 Panduit PANDUCT Type G - cable raceway g3x4wh6a Panduit PANDUCT Type G - cable raceway g15x2bl6 PANDUIT Electrical Supplies. 237 products. Electrical supplies connect equipment to an electrical power source. Extension cords and power strips supply power to equipment beyond the reach of an outlet. Wall switches and receptacles provide a fixed access point for controlling and connecting to electrical power. Plugs and connectors make and

G. Outlets H. Media Distribution I. Physical Infrastructure Management J. Overhead & Underfloor Routing K. Surface Raceway L. Cabinets, Racks & Cable Management M. Grounding & Bonding N. Industrial O. Labeling & Identification P. Cable Management Accessories Q. Index Panduct® Type G – Wide Slot Wiring Duct Specifications • Material: Lead  

Panduit is a global leader in wiring and communication products. The name, Panduit, is synonymous with quality cable ties, especially in high performance materials for extreme environments such as stainless steel, polypropylene, Tefzel® and Kynar® . Comprehensive solutions include everything necessary to bundle, identify, route, protect and   Panduit: BSV18XMY: Splice, Butt Type-Vinyl 22-18 Awg 1000 Pc Pkg Rohs: $277.57: Details: 842640: Panduit: BT15IC: Cable Tie 6.1" 40Lb 1.5" Bundle Diameter Natural 100   Panduit Electrical Group is a world wide leader in the manufacture of high-quality electrical products including cable ties, wiring accessories, terminals, and identification products such as computer printable labels and portable labeling systems, wiring duct, heat shrink tubing, wire abrasion protection, and accessories.Jotrin Electronics Limited. is the only stop you need for any and all board- 

Part Numbering System for Panduct® Wiring Duct — Type ENC ENC = Narrow Slot EWC = Wide Slot NNC = Halogen-Free, Metric TNC = Low Smoke Halogen-Free FL = Flexible Duct Length 2m 2 Nominal Width mm 25 Color IG = International Gray – RAL7030 LG = Light Gray WH = White IG Nominal Height 25 mm X Part Numbering System for Panduct® PanelMax 

That’s where you’ll find Panduit. What are you interested in? IT A major challenge facing IT leaders is delivering reliable, cost-effective ICT environments to support diverse business demands. Banks have a huge appetite for data availability, and their infrastructure must ensure genuine flexibility for all future needs. With connectivity Panduit H-Type Hinged Wide Slot Wiring Duct *Does not include covers; Part # Duct Size W X H Slot Width Length Weight Color Price/ Case Of 20; PAN-H15X2-6: 1.5" x 2" 0.31" 6 FT: 33.6 lbs: White, Light Gray, Black Panduit™ Keystone Shielded solution not only delivers a full offering to fulfill your connectivity needs, but it also protects your sensitive information from data interception and improves performance to support higher bandwidth applications. What makes up the Keystone Shielded solution?. Shielded Copper Cable (Category 7A for Germany, Category 6A for EMEA) In environments with a high level of electronic noise improper cable and equipment shielding can be detrimental to security and performance. Panduct® Panelmax® Shielded Wiring Duct by Panduit® blocks out up to 20dB of EMI/RFI and 90% of NVR which is equivalent to 6 inches of air spacing between noisy and sensitive cabling while effectively protecting your data signals from …

Panduit Wiring Duct Selection Guide - Quickly choose the wiring duct that best fits your application with this Panduit-produced info sheet. Panduit Cross Reference - Access Panduit's cross reference PDFs. You can also type in a competitor's part number in Panduit's search box, located in the upper right corner of their web page. 

Panduct® Type G Wide Slot Wiring Duct • Wide slot/finger design provides greater sidewall rigidity and can be used with a wide range of wire bundle sizes • Material: Lead-free PVC • UL recognized continuous use temperature: 122°F (50°C) • UL 94 flammability rating of V-0 • Conforms with NFPA 79-2007 section 13.3.1 requirement Panduct® type G wide slot wiring duct, 3 W x 2 H, 6' length, PVC, black.  Panduct® Part Features: Wide finger and slot design provides greater rigidity and  Choose from 34 sizes of Panduit Type G Wiring Duct; from 0.5" x 0.5" up to 6" x 4". Used for general pur- pose control panel wiring and to route and protect wiring in communication closets. The non-slip cover conceals all wiring and is easy to install. The duct and cover form a flush sidewall providing increased capacity and im- proved aesthetics. G. Outlets H. Media Distribution I. Physical Infrastructure Management J. Overhead & Underfloor Routing K. Surface Raceway L. Cabinets, Racks & Cable Management M. Grounding & Bonding N. Industrial O. Labeling & Identification P. Cable Management Accessories Q. Index Panduct® Type G – Wide Slot Wiring Duct Specifications • Material: Lead  G2X2WH6 from Panduit at Allied Electronics & Automation  Type G Wide Slot Wiring Duct, 2W x 3H, 6'L, PVC, Panduct PanelMax Series. $43.43 each. ADD TO CART  Panduit Panel Duct, Panduct Type G Series. Item Number G.5X1LG6-A. Series Panduct Type G. Overview Documents. Product Description: Slotted Duct,0.5"x1",Light Gray,PVC, Wide Slot,W/Adhesive Tape.

Panduct® Type-F Wiring Duct from Panduit is ideal for use with high-density terminal blocks or other crowded wiring applications. With narrow 0.2" wide slots, wires can be neatly managed from several points of access, for easy installation or ID labeling of cables/wires. 

Panduit’s 5-day lead time program for Net Access N-Type and S-Type 45 RU Cabinets provides faster shipping for cabinet orders of 9 or less. 5 Day Delivery Fiber Optic Patch Cord Program Receive Panduit® Opti-Core™ Fiber Optic Patch Cords in 5 business days or less! 5 Day Fiber Trunk Delivery Program  In environments with a high level of electronic noise improper cable and equipment shielding can be detrimental to security and performance. Panduct® Panelmax® Shielded Wiring Duct by Panduit® blocks out up to 20dB of EMI/RFI and 90% of NVR which is equivalent to 6 inches of air spacing between noisy and sensitive cabling while effectively protecting your data signals from interference.  Panduit has launched a new line of power connector installation tools and software. Panduit ® BlackFin™ tools are safe, effective and meet the strictest of standards as recognized by OSHA, EU and others. With careful attention to ergonomics, these tools have been optimally designed with the end user in mind.  Panduit® is a well known and high quality manufacturer of a wide variety of products related to electrical safety and cable management.  For 60 years, Panduit has focused on electrical infrastructure solutions that help organize, connect, and protect electrical systems with products such as: cable ties, heat shrink tubing, wire connectors, and wire duct. Learn more  Searching for PANDUIT Electrical products? Grainger's got your back. Easy online ordering for the ones who get it done along with 24/7 customer service, free technical support & more. 
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